COLOR COAT MIXING SYSTEM

1979 AUTOMOTIVE TRIM CODE LISTING

STCL
EXTERIOR VINYL TOP COLORS REV, 3/94
FORD MOTOR COMPANY '
(PRINT) Made as solid color to match overall appearance CHRYSLER CORPORATION
TRIM
CODE COLOR NAME Years| sSEMNO.| | S8 COLOR NAME Years | SEM NO.
A | BLACK 59-79| 1501 A SILVER MET. 78-79 | 1817
B BLUE MET. 75-79] 1736 B LT. BLUE MET. 79 1836
B MED. BLUE MET. 79 1762 B MED. BLUE MET. 79 1821
D | BRIGHT RED 76-79| 1739 C DK. BLUE 79 1822
D | DK.RED 79 1765 D PALE GRAY 79 1829
o |[ReD 78-79 1733 F DK. GREEN MET. 79 1823
F CORDOVAN PRINT | 77-791 1741 G LT. GREEN MET. 79 1824
Jor T | BROWN MET. 78-79] 1700 L CHAMPAGNE 79 1825
M | PINE GREEN 79 1768 L LT. CREAM 79 1826
P SILVER 72-79| 1508 R DK. RED 79 1827
Q | MIDNIGHT BLUE MET. 79 1764 s GRAY 79 1828
R | JADE 75-79 1748 T DK. BROWN 79 1502
T | CHAMOIS 78-79] 1752 u TAN MET. 79 1830
v | crREAM 79 1769 w WHITE 71-79 | 1804
vV | ANT. cREAM 78-79] 1755 X BLACK 7179 | 1501
w | wHiTE 76-79] 1756 Y CREAM 79 1831
Y |GoLp 78-79| 1750
Z | DK. VAQUERO 79 1767
2 LT. BLUE 79 1763
5 WEDGEWOOD BLUE 78-79] 18513
9 MAROON 79 1766
GENERAL MOTORS CORPORATION
TRIM
CODE COLOR NAME Years | SEM NO.
10T | WHITE 1510
1T | WHITE 71-79] 1510
15T | SILVER 78-79| 1637 NOTE:
19T | BLACK 71-79] 1501
22T | LT. BLUE MET. 77-79] 1819 (PRINT) IS USED TO DESIGNATE
297 | DK. BLUE MET. 79 1504 VINYLS WHICH HAVE A TWO STEP
j?} PD’?(S‘;\%LU‘iREEN ;g }ggg COLOR BASE COAT AND PRINT
48T | DK. GREEN MET. 78-79| 1663 COAT. WE DO NOT RECOMMEND
54T | LT. YELLOW 718-79] 4894 THE TWO TONE COLOR MATCH.
61T | MED. BEIGE 79 1661 ALL MATCHES ARE FORMULATED
627 | PASTEL BEIGE 79 1660 TO GIVE GOOD OVERALL COLOR
69T | DK. BROWN MET. 79 1662 MATCH WHEN VIEWED FROM A
79T | DK. CARMINE MET. 78-79| 1644 FEW
89T | LT. GRAY 79 1666 FEET AWAY.
90T | LT.SILVER GRAY MET. 79 1664
91T | LT. GOLD MET. 79 1665
93T | LT. CEDAR MET. 79 1667
94T | MED. GREEN MET. 78-79] 1646
95T | SILVER BLUE MET. 79 1625
96T | MED. SADDLE MET. 79 1648
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FORD MOTOR COMPANY

1979

INTERIOR VINYL COLORS

{PRINT) Made as solid color to match overall appearance

CHRYSLER CORPORATION

(PRINT) Made as solid color to match overall appearance

(T:gg"é COLOR NAME Years | SEM NO. I:gLME COLOR NAME Years | SEM NO. |

A BLACK® 68-69 1601 A3 GRAY*® PRINT | 78-79 1816

B MED. BLUE 78-79 4568 B4 MED. BLUE*® PRINT | 77-79 1619

B BLUE PRINT | 79 1770 c8 MIDNIGHT BLUE*® 79 1832

D MED. RED PRINT | 79 1771 Gb TEAL GREEN® PRINT | 79 1833

D DK. RED MET. PRINT | 68-79 1732 R4 RED* PRINT | 79 1834

F CORDOVAN 77-79 1731 T3 CASHMERE PRINT | 79 1838

J TANGERINE PRINT | 78-79 1734 W1, WHITE 74-79 1804

R DK. JADE GREEN 78-79 1713 X9 BLACK*®* 74-79 1501

R MED. PINE GREEN PRINT | 79 1773

S DOVE GRAY PRINT | 76-79 1711

T CHAMOIS 77-79 1717

w WHITE 72-79 1756 /
Y PASTEL CAMEL 78-79 1709 ¢
Y MED. CAMEL 78-79 1710

Z MED. VACQUERO 79 1774

*To match flat on instrument panel, use 1302 over base color,

GENERAL MOTORS CORPORATION

{PRINT) Made as solid color to match overall appearance

*Ta-match flat on instrument panel, use 1302 over base color.

74 CARMINE

(T:g:)hé COLOR NAME Years | SEM NO.
11 WHITE 71-79 1510
12 OYSTER WHITE PRINT | 79 1676
13 LT. SLATE GRAY PRINT | 79 1675
13 DK. SLATE GRAY * 79 1674
13** | VERY DK. GRAY* 79 1680
16 DK. GRAY?*® 79 1651
17-19{ BLACK 71-79 1601
24 LT. BLUE PRINT | 75-79 1610
26 DK. BLUE* 75-79 1611
31 DK. AQUA*® 79 1670
44 DK. WILLOW GREEN* 79 1672
49 DK. GREEN PRINT | 78-79 1652
50 LT. YELLOW 78-79 4894
50 DK. YELLOW*® 78-79 1653
50** | VERY DK. YELLOW* 79 1677
51 DK. GOLD PRINT | 79 1673
5t1** { DK. GOLD* 79 1678
60 DK. SADDLE PRINT | 78-79 1654
60%* | DK.SADDLE"® 78-79 1681
62 DK. CAMEL TAN PRINT | 78-79 1655
62°* | VERY DK. CAMEL" 79 1679
70 DK. CEDAR PRINT | 79 1671
70 DK. CEDAR* 79 1671

79 1656

NOTE: DUE TO CERTAIN CHARACTERISTICS OF LEATHER SUCH AS THE
ELASTICITY AND THE FACTORY PROCESSING METHODS, ALWAYS TEST
FIRST TO MAKE CERTAIN THE MATERIAL YOU ARE WORKING WITH 18
COATABLE. SOME TYPES OF LEATHER MUST BE VAT DYED AND CANNOT
BE COATED WITH VINYL DYES OR COLOR COATS. CONSULT RAP-1,
REFINISHING AUTOMOTIVE PLABTICS AND VINVLS FOR DETAN.ED
INFORMATION.

NOTE: For more detailed Information, write for complete detailed iHue-
trations for BUMPER REPAIR & REFINISHING PROCEDURES, Neo. RAB-2,
and REFIRIBHING AUTOMOTIVE PLASTICS & VINVLS, No. RAP-1, end
SEM REPAIR PROCEDURES—PONTIAC FIERO, No. RP-PF.

*To match flat on instrument panel, use 1302 over base color.

**Instrument Panel only.
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